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The present invention discloses an information display sys-
tem automatically adjusting the projection area and a method
thereof. The method comprises steps: using a detection mod-
ule to capture images of a driver and measure a distance
between the detection module and the driver; recognize facial
features of a driver (including a position of the driver’s eye, a
rotation angle of the driver’s face, and a direction the driver
fixates) to estimate a required displacement of the projection
area on the windshield (i.e. the region inside the visual field of
the driver); moving or rotating the projection device accord-
ing to the required displacement of the projection area to
make the projection device project images of driving infor-
mation onto a correct region on the windshield.
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10 Claims, 6 Drawing Sheets
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1
INFORMATION DISPLAY SYSTEM
AUTOMATICALLY ADJUSTING
PROJECTION AREA AND METHOD
THEREOF

ADJUSTING PROJECTION AREA AND
METHOD THEREOF

This application claims priority for Taiwan patent applica-
tion no. 102142987 filed on Nov. 26, 2013, the content of
which is incorporated by reference in it entity.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a head-up display technol-
ogy, particularly to an information display system automati-
cally adjusting the projection area and a method thereof

2. Description of the Related Art

Automobiles have been highly popularized in the devel-
oped countries, and have become more and more popularized
in the emerging market countries. However, traffic accidents
also increase with popularization of automobiles. Many traf-
fic accidents are due to rear-end collision. In order to promote
driving safety, many automobiles have been equipped with
head-up display devices, which can project the images of
driving information that is originally presented on the dash-
board onto the windshield of an automobile, whereby the
driver can view the road conditions and the driving informa-
tion simultaneously without distraction.

The head-up display devices available in the market are
mainly to present the driving speed. Some high-end head-up
display devices also present GPS information, warning sig-
nals and the distance between the driver’s automobile and the
front automobile to indicate the driver whether he has a safe
driving speed and a safe following distance, whereby the
driver has sufficient time to undertake appropriate operations,
such as decelerating the automobile, wherefore traffic acci-
dents are less likely to occur. The appropriate projection area
of a head-up display device varies with individual drivers.
While a different driver drives the automobile or the original
driver has adjusted position of seat, the driver may be unable
to view the complete image if the head-up display device still
projects the images on the original projection area. For
example, the Is steering wheel obstructs the vision of the
driver. For another example, the sightline of viewing the
driving information does not coincide with the sightline of
observing the road condition, and the driver is inconvenient to
view the road condition and the driving information simulta-
neously. Besides, while the driver turns his head or his sight-
line, the conventional head-up display device is unable to
move the projection area with the head or the sightline of the
driver.

Accordingly, the present invention proposes an informa-
tion display system automatically adjusting the projection
area and a method thereof to overcome the abovementioned
problems.

SUMMARY OF THE INVENTION

The primary objective of the present invention is to provide
an information display system automatically adjusting the
projection area and a method thereof, wherein the informa-
tion display system can automatically adjust the projection
area, whereby the driver can always view the complete image
provided by the system no matter what postures or positions
of a driver.

10

15

20

25

30

35

40

45

50

55

60

65

2

Another objective of the present invention is to provide an
information display system automatically adjusting the pro-
jection area, which uses sensors to detect the positions of the
head and eyes of the drivers and works out the region where
the driver’s sightlines are fixated on the windshield to deter-
mine the area where the information image should be pro-
jected.

To achieve the abovementioned objectives, the present
invention proposes an information display system automati-
cally adjusting the projection area, which comprises a detec-
tion module capturing images of the driver and detecting the
distance between the driver and the detection module; a pro-
jection device projecting a plurality of images of driving
information on a projection area before the driver; a data
processing module connected with the detection module,
using image processing techniques and distance estimation
results to recognize facial features of a driver, recording
parameters of the projection device, and using the facial fea-
ture parameters of a driver to calculate a required displace-
ment of the projection area; and a controller connected with
the data processing module and the projection device, esti-
mating the offsets of the parameters of the projection device
according to the required displacement of the projection area,
driving the projection device to move or rotate according to
the offsets of the parameters to make the projection device
project images of driving information on a new projection
area.

The present invention also proposes an information display
method automatically adjusting the projection area, which
comprises following steps: using a detection module to cap-
ture images of the driver and detect the distance between the
driver and the detection module; using image processing
techniques and distance estimation results to recognize facial
features of a driver, recording a plurality of parameters of the
projection device, and a required displacement of the projec-
tion area can be estimated by driver’s facial feature and the
parameters); estimating the offsets of the parameters of the
projection device according to the required displacement of
the projection area; driving the projection device to move or
rotate according to the offsets of the parameters to make the
projection device project images of driving information on a
new projection area before the driver.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram schematically showing an infor-
mation display system automatically adjusting the projection
area according to one embodiment of the present invention;

FIG. 2 is a flowchart of an information display method
automatically adjusting the projection area according to one
embodiment of the present invention;

FIG. 3 is a diagram schematically showing the distance
between the driver and the image capture device and the
altitude of the driver’s eyes with respect to the ground accord-
ing to one embodiment of the present invention;

FIGS. 4A-4C are diagrams schematically showing the
rotation angle of the driver’s face according to one embodi-
ment of the present invention;

FIG. 5A is a diagram schematically showing the projection
area while the driver is fixating at the front according to one
embodiment of the present invention;

FIG. 5B and FIG. 5C are diagrams respectively schemati-
cally showing the projection area while the driver moves his
head and the projection area while the driver turns his head
according to one embodiment of the present invention.

DETAILED DESCRIPTION OF THE INVENTION

The present invention pertains to an information display
system automatically adjusting the projection area and a
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method thereof, which can estimate the position of the driv-
er’s face and the visual field of the driver and automatically
adjust the position and angle of'the projection device to make
the projection device project images of driving information
onto a projection area inside the visual field of the driver,
whereby the driver can always view the complete image
provided by the system no matter what postures or positions
of a driver.

Refer to FIG. 1, which is a block diagram schematically
showing an information display system automatically adjust-
ing the projection area according to one embodiment of the
present invention. The system of the present invention com-
prises a detection module 10, a data processing module 12, a
controller 14 and a projection device 16. The detection mod-
ule 10 at least includes an image capture device 102 capturing
images of the driver and a distance measurement device 104
measuring the distance between the detection module 10 and
the driver. In some embodiments, the image capture module
102 is a camera, and the distance measurement device 104 is
an infrared distance measurement device. However, the
present invention neither limits that the image capture device
102 must be a camera nor limits that the distance measure-
ment device 104 must be an infrared distance measurement
device. The data processing module 12 is connected with the
detection module 10 and uses the images of the driver and the
distance between the detection module 10 and the driver to
obtain facial features of a driver. The facial features include
the 3D positional coordinates of the eyes, the opening state of
the eyes, the rotation angle of the face, and the area at which
the driver watches. The data processing module 12 also
records the parameters of the projection device 16, including
the position and angle of the projection device 16. The data
processing module 12 uses the facial features of the driver and
the parameters of the projection device 16 to estimate a
required displacement of the projection area. The controller
14 is connected with the data processing module 12 and the
projection device 16, estimates the offsets of the parameters
of'the projection device 16 according to the required displace-
ment of the projection area, drives the projection device 16 to
move or rotate according to the offsets of the parameters to
make the projection device 16 project images of driving infor-
mation on a new projection area before the driver, such as a
windshield, a reflective optical film stuck to the windshield,
or a projection plate.

The driving information is obtained from a navigation sys-
tem and at least one vehicle state sensor. The driving infor-
mation includes a navigation map and the speed of the
vehicle. The projection device projects the images of the
driving information on the windshield of the vehicle. In the
present invention, the driver can always view the complete
image provided by the information display system no matter
what postures or positions of a driver. In some embodiments,
the projection device cooperates with a movable optical
mechanism. The movable optical mechanism is arranged in
the front of the projection device and diverts the light beam
projected by the projection device. Alternatively, the movable
optical mechanism is arranged inside the projection device
and deflects the light beam projected by the projection device.
Thereby, the projection area is adjusted.

FIG. 2 is a flowchart shows an information display method
automatically adjusting the projection area according to one
embodiment of the present invention. In Step S10, use an
image capture device 102 of a detection module 10 to capture
images of the driver, and use a distance measurement device
104 of the detection module 10 to measure the distance
between the detection module 10 and the driver. In Step S12,
use the images of the driver and the distance between the
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detection module 10 and the driver to recognize facial fea-
tures of a driver, and record the parameters of a projection
device 16, including the position and angle of the projection
device 16. In Step S14, use facial features of the driver and the
parameters of the projection device 16 to estimate a required
displacement of the projection area. In Step S16, estimate the
offsets of the parameters of the projection device 16, includ-
ing a shift distance and a rotation angle of the projection
device 16, according to the required displacement of the
projection area. In Step S18, drive the projection device 16 to
move or rotate according to the offsets of the parameters to
make the projection device 16 project images of driving infor-
mation onto a new projection area before the driver.

In Step S12, the distance measurement device 104 is used
to obtain the distance between the eyes and the image capture
device 102, and then trigonometric functions are used to
calculate the altitude of the eyes with respect to the ground.
Refer to FIG. 3. The distance measurement device 104 is
joined to the image capture device 102 to facilitate measuring
the distance Dc between the eye 18 and the image capture
device 102. Let He denote the altitude of the image capture
device 102 with respect to the ground. Thus, the relative
distance h, between the altitude of the eye 18 and the altitude
of'the image capture device 102 can be expressed by h,=D_*
(hy/9). Then, the altitude He of the eye 18 with respect to the
ground can be calculated from H_=H_+h,.

Refer to FIG. 4A and FIG. 4B for the estimation of the
rotation angle of the face, wherein the face does not rotate in
FIG. 4A and rotates leftward in FIG. 4B. As shown in FIG.
4A, the distance between the nose and the right boundary of
the face is denoted by d,, and the distance between the nose
and the left boundary of the face is denoted by d, . The rotation
angle of the face can be calculated from Equation (1):

MIN(d\, d»)
dl + dr

®

The rotation angle of the face = F'« (90o - ® 1800]

wherein F is the environmental factor, such as the focal length
of the image capture device or the distance between the face
and the image capture device. After the face has rotated right-
wards, d, is minimum. After the face has rotated leftwards, d,
is minimum. Refer to FIG. 4C schematically showing the
driver turns his fixation toward the upper left, wherein the
distance between the nose and the upper boundary of the face
is denoted by d,,, and the distance between the nose and the
lower boundary is denoted by d,, and the angle of fixation
rotation~tan~* (the vertical component of fixation displace-
ment/the horizontal component of fixation displacement).
Refer to FIGS. 5A-5C diagrams schematically showing
how to calculate the required displacement of the projection
area from the position of the driver’s head or the fixation
direction. Suppose that the image of the driving information
is projected on the windshield 19. In FIG. 5A, the head of the
driver 17 is directly ahead of the steering wheel, i.e. exactly
before the image capture device 102. In such a case, the
projection area 20, the image capture device 102 and the
sightline of the driver 17 are all at an identical straight line.
Suppose that the abovementioned case is ata time point T, and
suppose that the driver 17 moves his head leftward at the next
time point T+1, as shown in FIG. 5B. Thus, the projection
area 20 should be displaced correspondingly. The required
displacement of the projection area 20 is denoted by Ax,, and
Ax,=r,"(P,,,—P)+c,, Wherein r, is a proportional param-
eter; P is a set of coordinates of the position of the head; c,,
is a modification value of installation error of the image
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capture device 102; tis the time point. Suppose that the driver
17 does not translate his head but turns his head, as shown in
FIG. 5C. Thus, the projection area 20 should be displaced
leftward corresponding to the rotation of the head of the driver
17. The required displacement of the projection area 20 is
denoted by Ax,, Ax,=r,1-tan(A6)+c,,,;, wherein r, is a pro-
portional parameter; 1 is the distance between the eye of the
driver 17 and the projection area 20; 0 is the rotation angle of
the head of the driver 17; c,,; is a modification value of
installation error of the image capture device 102. The
required displacement of the projection area 20 Ax,; or Ax,
can be used to calculate the offsets of the parameters of the
projection device 16. Then, the projection device 16 is shifted
to an appropriate position or rotated to an appropriate angle so
as to project the image of driving information onto a new
projection area. If the projection device 16 is not moved to the
correct position yet or the driver cannot view the complete
image from the projection area 20 of the projection device 16
yet, the calculation is repeated to adjust the offsets of the
parameters of the projection device 16 until the driver can
view the complete image of the driving information.

In conclusion, the present invention proposes an informa-
tion display system automatically adjusting the projection
area and a method thereof The present invention detects facial
features of a driver, calculates the altitude of the eyes with
respect to the ground, the distance between the eyes and the
detection module and the distances between the nose and the
left, right, upper and lower boundaries, and detects the posi-
tion of the driver’ head and the rotation of the driver’s face,
whereby to work out the required displacement of the projec-
tion area, adjust the offsets of the parameters ofthe projection
device, and vary the projection angle of the projection device.
Thereby, the present invention can automatically adjust the
projection area of the information display system to make the
driver always able to view the complete image of the driving
information even though the driver has obviously changed his
posture.

The embodiments described above are only to exemplify
the present invention but not to limit the scope of the present
invention. Any equivalent modification or variation according
to the characteristic or spirit of the present invention is to be
also included within the scope of the present invention.

What is claimed is:
1. Aninformation display system automatically adjusting a
projection area, comprising

a detection module capturing images of a driver and mea-
suring a distance between said detection module and
said driver;

aprojection device projecting at least one image of driving
information onto said projection area before said driver;

a data processing module connected with said detection
module, using said images of said driver and said dis-
tance between said detection module and said driver to
recognize facial features of said driver, recording param-
eters of said projection device, using said facial features
and said parameters to estimate a required displacement
of said projection area; and

a controller connected with said data processing module
and said projection device, estimating at least one offset
of'said parameters of said projection device according to
said required displacement of said projection area, driv-
ing said projection device to move or rotate according to
said at least one offset of said parameters to make said
projection device project images of driving information
onto a new projection area, wherein said at least one
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6

offset of said parameters of said projection device
includes a shift distance or a rotation angle of said pro-
jection device.

2. The information display system automatically adjusting
said projection area according to claim 1, wherein said detec-
tion module at least includes an image capture device captur-
ing images of said driver and a distance measurement device
measuring a distance between said detection module and said
driver.

3. The information display system automatically adjusting
said projection area according to claim 2, wherein said dis-
tance measurement device is an infrared distance measure-
ment device.

4. The information display system automatically adjusting
said projection area according to claim 1, wherein said facial
features include 3D positional coordinates of eyes of said
driver, an eyelid status of said driver, a rotation angle of said
face of said driver, and a direction said driver fixates.

5. The information display system automatically adjusting
said projection area according to claim 1, wherein said
parameters of said projection device include a position and an
angle of said projection device.

6. An information display method automatically adjusting
a projection area, comprising steps:

using a detection module to capture images of a driver and

measure a distance between said detection module and
said driver;

using said images of said driver and said distance between

said detection module and said driver to recognize facial
features of said driver, recording parameters of a projec-
tion device, using said facial features and said param-
eters to estimate a required displacement of said projec-
tion area of said projection device;

estimating at least one offset of said parameters of said

projection device according to said required displace-
ment of said projection area, wherein said at least one
offset of said parameters of said projection device
includes a shift distance or a rotation angle of said pro-
jection device; and

driving said projection device to move or rotate according

to said at least one offset of said parameters to make said
projection device project images of driving information
onto a new projection area.

7. The information display method automatically adjusting
said projection area according to claim 6, wherein said
parameters of said projection device include a position and an
angle of said projection device.

8. The information display method automatically adjusting
said projection area according to claim 6, wherein a displace-
ment of a head of said driver is worked out before said
required displacement of said projection area is estimated,
and wherein said required displacement of said projection
areais denoted by Ax, and Ax=r,-(P,, ,~P,)+c,,, and wherein
r, is a proportional parameter; P is a set of coordinates of a
position of said head of said driver; c,;; is a modification
value of installation error of said detection module; t is a time
point.

9. The information display method automatically adjusting
said projection area according to claim 6, wherein a rotation
angle of a head of said driver is worked out before said
required displacement of said projection area is estimated,
and wherein said required displacement of said projection
area is denoted by Ax, and Ax=r, ‘Itan(A0)+c,,, ;. whereinr,
is a proportional parameter; 1 is a distance between eyes of
said driver and said projection area; A6 is said rotation angle
of said head of said driver; ¢, is a modification value of
installation error of said detection module.
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10. The information display method automatically adjust-
ing said projection area according to claim 6, wherein if said
projection device is not moved to a correction position to
projectimages of driving information onto a correct area, said
at least one offset of said parameters of said projection device 5
is estimated continually.
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